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CEILING T-BAR MARKERS

Arrow Engraved
Color Arrow Part#

Black Arrow CMAY
White Arrow CMAG
White Arrow CMAR
White Arrow CMAB
Black Arrow CMAW
Black Arrow CMAO

Marker
Size
3/4”
3/4”
3/4”
3/4”
3/4”
3/4”

Markers
Per Pkg

25
25
25
25
25
25

Vinyl Stick On
Part#

VMSY
VMSG
VMSR
VMSB
VMSW
VMSO

Marker
Color
Yellow
Green
Red
Blue
White
Orange

Marker
Size
3/4”
3/4”
3/4”
3/4”
3/4”
3/4”

Markers
Per Pkg

25
25
25
25
25
25

Solid Plastic
Part#

CMSY
CMSG
CMSR
CMSB
CMSW
CMSO

Marker
Color
Yellow
Green
Red
Blue
White
Orange

Marker
Size
3/4”
3/4”
3/4”
3/4”
3/4”
3/4”

Minimum
Quantity

10
10
10
10
10
10

Custom
Part#

CMEY
CMEG
CMER
CMEB
CMEW
CMEO

Marker
Color
Yellow
Green
Red
Blue
White
Orange

VINYL CEILING MARKERS
Option 1 Stick-On Sheets: Are manufactured from 3.2 mil Colored Vinyl (Self-Adhesive) and 
sold in sheets of 25 markers 3/4” in dia.

Material: Outdoor Grade 3.2 mil thick high gloss adhesive backed calendered vinyl film, printed 
using UV and chemical resistant inks, to ensure durability in most commercial /
industrial environments.
Adhesive: Aggressive Solvent Based Adhesive formulated to adhere to a variety of insulated 
and non insulated pipe surfaces
LEED Compliance: This product is in compliance with the Standards set forth by the South 
Coast Air Quality Management District (SCAQMD) Rule #1168 and the Green Seal Standard, 
GS-36 for Commercial Adhesives pertaining to Volatile Organic Compounds (VOC). The 
adhesive backing on this product contains < 4.4 grams / Liter VOC.

Material: Briply™ (Regular Plastic) is a non-directional matte finish flexible blended acrylic extruded sheet, with cap and core permanently fused together. Material 
is also break resistant, stain resistant, chip proof and shatter proof.

LEED Compliance: Ceiling markers with adhesive backing are in compliance with the Standards set forth by the South Coast Air Quality Management District 
(SCAQMD) Rule #1168 and the Green Seal Standard, GS-36 for Commercial Adhesives pertaining to Volatile Organic Compounds (VOC).
• When supplied with adhesive the adhesive backing on this product contains < 5.8 grams / Liter VOC. 

• Indoor Durability: Indefinite
• Outdoor Durability: - Limited  (6-12 months susceptible fading)

PLASTIC CEILING MARKERS

1

Option 2 Colored Plastic: 
Blank ceiling markers are made of 

colored 1/16” engraving plastic, 3/4” in 
diameter and supplied with back adhesive, 
available in 6 different colors.

Option 3 Engraved Arrow: 
Markers with an Engraved Arrow 

are made of colored 1/16” engraving 
plastic, 3/4” in diameter and supplied with 
back adhesive, available in 6 different 
colors.

2 3 Custom Option 4 Engraved Plastic: 
Ceiling markers are made of 1/16” engraving 

plastic, 3/4” in diameter and supplied with back 
adhesive, available in 6 different colors. Custom 
Engraved markers with equipment info require a 
minimum order of 10 markers.
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